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tracking the future

TECNOLOGIA BREVETTATA

CONSTRUCTION 

FIBRA OTTICA

RETI IDRICHE

TELECOMUNICAZIONI

RETI ELETTRICHE

EDILIZIA

Con la tecnologia brevettata e 
l’esclusiva configurazione di serie 
con nastro di carico è possibile 
trasferire il materiale di risulta 
direttamente su mezzo di trasporto.

Frese stradali con nastro di carico per rimuovere agevolmente lo strato di asfalto o 
cemento con una profondità costante, in tempi rapidi e con la massima sicurezza.MRP-N

PATENTED

CONFIGURAZIONE DI SERIE
Regolazione idraulica della profondità tramite paratie idrauliche regolabili separatamente

Traslazione laterale idraulica

Nastro di carico

Tilt autolivellante della testata di fresatura

CONFIGURAZIONE DI SERIE

COMPATIBILE CON:
MAK75 EVO.1
SKID LOADER



www.makbrent.com

MRP40.15N
DATI TECNICI

Larghezza di fresatura [mm] 400

Profondità max. di fresatura [mm] 150

Picchi da asfalto standard [n°] 56

Pressione operativa min / max [bar]  170 / 300

Portata – min / max [L/min] 70 / 140

Regolazione di profondità Idraulica indipendente destra / sinistra

Tipo di traslazione laterale Idraulica

Traslazione laterale [mm] ±400

Angolo di inclinazione laterale [°] ±10

Dimensioni totali [mm] 5100×1170×2300

Peso operativo [kg] 1100

Lunghezza nastro [mm] 4200

DATI TECNICI
Larghezza di fresatura [mm] 500

Profondità max. di fresatura [mm] 200

Picchi da asfalto standard [n°] 65

Pressione operativa min / max[bar] 170 / 300 

Portata – min / max [L/min] 70 / 140

Regolazione di profondità Idraulica indipendente destra / sinistra

Tipo di traslazione laterale Idraulica

Traslazione laterale [mm] ±350

Angolo di inclinazione laterale [°] ±10

Dimensioni totali [mm] 5100×1170×2300

Peso operativo [kg] 1250

Lunghezza nastro [mm] 4200

MRP50.20N

Tutti i dati indicati sono preliminari e potranno subire variazioni senza preavviso a seguito di aggiornamenti progettuali



MakBrent srl

Via Ponticelli, 36 - 36020 Agugliaro (VI) - Italy

P.  +39 (0)445 602900 - info@makbrent.com

TRACKING THE FUTURE 
In pole position dal 1963, oggi ci guidano esperienza ed entusiasmo. 
MakBrent è una storia di professionalità tutta italiana ma di respiro 
internazionale. È la scelta imprenditoriale di un Gruppo giovane, 
solido e in continua crescita. Un team composto di persone sempre 
al fianco del proprio cliente, per tracciare insieme un futuro di 
innovazione e raggiungere traguardi sempre più entusiasmanti.

www.makbrent.com



ROAD PLANERS
WITH

CONVEYOR BELT
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tracking the future

PATENTED TECHNOLOGY

CONSTRUCTION 

FIBER OPTIC

WATER NETWORKS

TELECOMMUNICATIONS

ELECTRICAL GRIDS

BUILDINGS

With patented technology and an 
exclusive standard configuration with 
loading belt, waste material can be 
transferred directly onto transport 
vehicles.

Road milling machines with loading belt for easy removal of asphalt or concrete 
layers at a constant depth, quickly and with maximum safety.MRP-N

PATENTED

CONFIGURAZIONE DI SERIE
Hydraulic depth adjustment via separately adjustable hydraulic bulkheads

Hydraulic side shift

Loading belt

Self-levelling tilt of the milling head

STANDARD CONFIGURATION

COMPATIBLE WITH:
MAK75 EVO.1
SKID LOADER
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MRP40.15N
TECHNICAL DATA

Milling width [mm] 400

Max. milling depth [mm] 150

Standard asphalt teeth [n°] 56

Operating pressure min / max [bar]  170 / 300

Flow min / max [L/min] 70 / 140

Depth adjustment Hydraulic, independent right/left

Type of side shift Hydraulic

Side shift [mm] ±400

Side tilt angle [°] ±10

Overall dimensions [mm] 5100×1170×2300

Operating weight [kg] 1100

Conveyor length [mm] 4200

TECHNICAL DATA
Milling width [mm] 500

Max. milling depth [mm] 200

Standard asphalt teeth [n°] 65

Operating pressure min / max [bar] 170 / 300 

Flow min / max [L/min] 70 / 140

Depth adjustment Hydraulic, independent right/left

Type of side shift Hydraulic

Side shift [mm] ±350

Side tilt angle [°] ±10

Overall dimensions [mm] 5100×1170×2300

Operating weight [kg] 1250

Conveyor length [mm] 4200

MRP50.20N

All data provided is preliminary and may be subject to change without notice following design updates.
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TRACKING THE FUTURE 
In pole position since 1963, today we are driven by experience and 
enthusiasm. MakBrent is a story of Italian professionalism with an 
international outlook. It is the entrepreneurial choice of a young, 
solid and continuously growing group. A team of people who are 
always at their customers’ side, working together to chart a future of 
innovation and achieve increasingly exciting goals

www.makbrent.com


